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The Paul Trap Simulator Experiment PTSX is a compact laboratory experiment that places the
physicist in the frame of reference of a long, charged-particle bunch coasting through a
kilometers-long magnetic alternating-gradient AG transport system. The transverse dynamics of
particles in both systems are described by similar equations, including nonlinear space-charge
effects. The time-dependent voltages applied to the PTSX quadrupole electrodes are equivalent to
the axially oscillating magnetic fields applied in the AG system. Experiments concerning the
quiescent propagation of intense beams over large distances can then be performed in a compact and
flexible facility. An understanding and characterization of the conditions required for quiescent
beam transport, minimum halo particle generation, and precise beam compression and manipulation
techniques, are essential, as accelerators and transport systems demand that ever-increasing amounts
of space charge be transported. Application areas include ion-beam-driven high energy density
physics, high energy and nuclear physics accelerator systems, etc. One-component cesium plasmas
have been trapped in PTSX that correspond to normalized beam intensities, sˆ=p
20 /2q
2
, up to
80% of the space-charge limit where self-electric forces balance the applied focusing force. Here,
p0= nb0eb
2 /mb01/2 is the on-axis plasma frequency, and q is the smooth-focusing frequency
associated with the applied focusing field. Plasmas in PTSX with values of sˆ that are 20% of the
limit have been trapped for times corresponding to equivalent beam propagation over 10 km.
Results are presented for experiments in which the amplitude of the quadrupole focusing lattice is
modified as a function of time. It is found that instantaneous changes in lattice amplitude can be
detrimental to transverse confinement of the charge bunch. © 2006 American Institute of Physics.
DOI: 10.1063/1.2192760
I. INTRODUCTION
Intense beam propagation1–6 is an active area of research
and is at the center of various scientific studies, including
heavy ion fusion, spallation neutron sources, high energy
physics, nonlinear dynamics, and nuclear waste
transmutation.7 The Paul Trap Simulator Experiment PTSX
simulates, in a compact cylindrical Paul trap,8 intense beams
with normalized intensity parameter sˆ up to 0.89 as defined
in the following that propagate for equivalent distances of
over 10 km.9 This allows the study of important scientific
topics such as: the conditions for quiescent beam propaga-
tion, collective mode excitation, beam-mismatch effects,
generation and dynamics of halo particles, and distribution
function effects.10–13 At the high beam intensities envisioned
in present and next-generation facilities, a fundamental un-
derstanding of the influence of collective processes and self-
field effects on beam transport and stability properties must
be developed.
In intense charged particle beams, the space-charge ef-
fects are sufficiently strong that they affect the dynamics of
the beam propagation. The strength of the transverse space-
charge force is characterized by the plasma frequency
pr= nbeb
2 /mb01/2, whereas the transverse confining force
is characterized by the average smooth-focusing frequency
q of the transverse oscillations of a particle in an
alternating-gradient AG system.1 Here, 0 is the permittiv-
ity of free space, nbr is the radial density profile, and eb and
mb are the ion charge and mass, respectively. The normalized
intensity parameter sˆ=p
20 /2q
2 describes whether the
beam is emittance dominated sˆ1 or space-charge domi-
nated sˆ→1. For example, Fermilab’s Tevatron injector
typically operates at sˆ0.15, and the Spallation Neutron
Source is expected to operate at sˆ0.2. The PTSX device
presently operates in the range 0 sˆ0.8.9
Using a linear Paul trap confining a one-component
plasma to study beam dynamics was proposed by Davidson
et al.14 and by Okamoto and Tanaka.15 The ebE
ext forces that
the PTSX electrodes exert on the trapped plasma particles
are analogous to the ebvzB
ext forces that the AG system
exert on the beam particles in the beam frame provided that
long, coasting beams that are thin relative to the AG system
magnet spacing are considered. Specifically, the amplitude
and frequency of the voltage wave form applied to the PTSX
electrodes correspond to the quadrupole magnet strength and
lattice spacing in the AG system. In addition to the equiva-
lence of the applied forces, the self-field forces in both sys-
tems can be described by scalar potentials that obey Pois-
a
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son’s equation. In Ref. 14, it was shown that the self-
consistent transverse Hamiltonians and the resulting Vlasov
equations for the AG system and the PTSX system are
equivalent, neglecting end effects. Thus, the very good con-
finement properties of ions in PTSX and the arbitrary form
of the voltage wave form applied to the confining electrodes
make PTSX a compact, flexible laboratory facility in which
to simulate intense beam propagation through AG systems.
In this article, a description of the PTSX device is given
Sec. II, related theoretical analyses are summarized Sec.
III, and experimental results that examine the effects of
varying both the amplitude and frequency of the applied
voltage wave form are presented Sec. IV. These results are
consistent with a smooth-focusing global radial force-
balance model for PTSX parameters in the regime where the
model is applicable.
II. EXPERIMENTAL APPARATUS
The PTSX device has been described elsewhere16–18 and
only a brief description is presented here. The PTSX device
see Fig. 1 is a linear Paul trap and consists of three colinear
cylinders with radius rw=0.1 m, each divided into four 90°
azimuthal sectors, in a vacuum of 510−9 Torr. The pure-
cesium-ion plasma is confined radially in the central 2 m
long cylinder by oscillating voltages less than 400 V and
less than 100 kHz applied as shown in Fig. 1. The outer two
cylinders are each 0.4 m long and the voltage on these elec-
trodes is held fixed at 150 V in order to confine the plasma
axially. To inject or dump the ions, the voltage on one or the
other set of outer electrodes is switched to the same oscillat-
ing voltage that is applied to the central cylinder. The time
duration of injection ti, trapping tt, and dumping td may
be varied independently with typical values being ti=5 ms,
tt300 ms, and td10 ms.
The cesium ion source consists of an aluminosilicate
emitter surrounded by a Pierce electrode, followed by an
acceleration grid and a deceleration grid to extract the de-
sired ion current and adjust the final ion kinetic energy. Ex-
traction voltages of less than 10 V are required to extract
sufficient cesium current to fill the trap to a normalized in-
tensity parameter of sˆ=0.8. Values of the normalized inten-
sity parameter closer to unity have not been achieved in
PTSX because the ion source is not ideal and, further, the
source injects plasmas that are not perfectly matched to the
time-dependent oscillating voltage wave form. These effects
cause the trapped plasma to have a large enough effective
transverse temperature that a significant portion of the con-
fining force must be utilized to counteract the thermal pres-
sure when it could otherwise be used to balance the space-
charge of a denser plasma.
At the opposite end of PTSX from the ion source, there
is a 5 mm diameter circular copper collector. The collector is
moveable in the transverse direction in order to measure the
z-integrated radial charge profile. This collector moves along
a null of the time-dependent applied voltage wave form in
order to minimally disturb the electrostatic potential struc-
ture. Due to the relatively low axial velocity of ions in
PTSX, it takes several milliseconds, or several hundred lat-
tice periods, for the trapped plasma to be completely col-
lected. The measured charge profile is therefore necessarily
time averaged.
III. THEORETICAL CONCEPTS
The details of the analogy between AG systems and lin-
ear Paul traps such as PTSX are presented in Ref. 14. Here,
we discuss the smooth-focusing transverse oscillation fre-
quency q, the smooth-focusing vacuum phase advance v
sf
,
and the force-balance equation that determines the root mean
square rms beam radius. The transverse motion of particles
in either an AG system or in a Paul trap consists of rapid
micromotion arising from the periodic focusing and defocus-
ing forces, plus a guiding-center oscillation. In the smooth-
focusing approximation, for sufficiently small vacuum phase
advance v
sf
, the time scales of the two motions are well
separated. The oscillation frequency of the average trans-
verse motion q, neglecting space-charge effects, is then
given by a simple analytical formula.1,9 The change in phase
of this transverse motion over one oscillation period of the
focusing system is the smooth-focusing vacuum phase ad-
vance v
sf
.
In the PTSX system, transverse confinement can be de-
scribed in terms of a ponderomotive force acting on the par-
ticles. For the circular PTSX electrodes, the applied electric
potential near the axis at r=0 is14
ebapx,y,t =
1
2
	qtx2 − y2 , 1
where 	qt=8ebV0t /mb
rw
2
. The voltage applied to the
electrodes has the form ±V0t= ±V0 maxgt, and gt is a
periodic function with unit amplitude and frequency f . For
r /rw1, the resulting ponderomotive force is proportional to
the displacement from the axis, and the frequency of the
transverse oscillations is given in the smooth-focusing ap-
proximation by1,9,16,17
q =
8ebV0 max
mbrw
2
f  , 2
where mb=133 amu for Cs+ ions in PTSX. The factor  de-
pends on the shape of the voltage wave form gt: 
= 1/22
 for a sinusoidal wave form, and 
=43/ 3−2 for a periodic step-function wave form
with fill-factor  the so-called focusing-off-defocusing-off,
or FODO lattice. Further, the smooth-focusing vacuum
phase advance v
sf is given by v
sf
=q / f .1,9,16,17
FIG. 1. The PTSX device consists of three cylindrical electrodes with radius
rw=0.1 m, each divided into four 90° sectors. An oscillating voltage ±V0t
confines the plasma in the transverse plane to a radius rp. Static voltages +Vˆ
on the end electrodes confine the ions axially within a length 2L=2 m.
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Under quasi-steady-state conditions, for a thermal equi-
librium distribution of particles, the average density profile
nbr is given by1,2
nbr = nbr = 0exp− mbq2r2 + 2ebsr2kT  . 3
Here, k is Boltzmann’s constant, T=const. is the transverse
temperature, and the space-charge potential sr is deter-
mined self-consistently from Poisson’s equation
r−1rrrs=−nbreb /0. For kT→0, the numerator in the
exponential must also approach zero in order for the density
to remain finite, and this implies a nearly uniform density
plasma. In the case of low space-charge density, the electro-
static potential term in the exponential can be neglected and
the radial density profile is nearly Gaussian.
Integration of Eq. 3 over the radial distribution gives
the global radial force balance equation1
mbq
2Rb
2
= 2kT +
Nbeb
2
4
0
, 4
where Nb=	0
rwnbr2
r dr is the line density, and Rb
2
= 1/Nb	0
rwnbr2
r3 dr is the mean-square radius of the
plasma column. As alluded to previously when discussing
the observed limit of sˆ=0.8 in PTSX, Eq. 4 states that the
applied confining force must balance both the thermal pres-
sure and the repulsive space-charge force. In PTSX experi-
ments, Rb
2 and Nb are calculated from the measured plasma
density profiles; kT is the only parameter not known a priori
and is inferred from Eq. 4.
IV. EXPERIMENTAL RESULTS
For the first data presented here, the voltage applied to
the 0.6 in. diameter emitting surface of the cesium source
was 3 V, whereas the voltage on the acceleration grid was
varied between 2.5 and 0 V. The deceleration grid was held
fixed at 0 V. The electrodes were driven with sinusoidal
wave forms with a 235 V amplitude and a 75 kHz frequency
so that q=6.51104 s−1 and v
sf
=49.7°. The plasmas were
injected for 5 ms, trapped for 1 ms, and then dumped. The
radial charge profile, which is proportional to nbr, is then
measured by averaging the signal at each radial position over
several hundred shots of PTSX. The area of the collector
aperture and an estimate of the plasma length Lp Ref. 19
are then used to calculate nbr. Typical peak densities are
less than 5105 cm−3. Given temperatures of approximately
0.5 eV,9 the Debye length is 0.8 cm, which makes these
moderate-intensity plasmas several Debye lengths in trans-
verse extent.
To make use of Eq. 4 in order to measure the effective
transverse temperature of the plasma, Nb and Rb are obtained
from the experimental data by integrating the appropriate
moments of the measured radial density profile nbr of the
trapped plasma. The validity of Eq. 4 for PTSX was estab-
lished in Ref. 9 in which the linear relationship between
mbq
2Rb
2 and Nbeb
2 /4
0 was observed. The parameter sˆ
=p
20 /2q
2 is extracted from the measured density profile
nbr by using the on-axis value nb0.
The first set of experiments presented here corresponds
to the case of a malfunctioning quadrupole magnet set in the
AG system and is simulated by changing the amplitude of
the voltage wave form from its initial value V0 max=V1 to a
voltage V0 max=V2 for half-period of the oscillation. In order
to measure the resulting envelope oscillation that occurs be-
cause the plasma is suddenly mismatched to the transport
lattice, the modified voltage V2 is allowed to persist for a
variable number up to 20 of half-periods before returning
to the original value V1. By performing the experiment in
this way, it allows the effect of abrupt changes in the lattice
strength to be more fully explored.
Voltage increases of 10%, 30%, and 50% are considered,
as are decreases of 10%, 30%, 50%, and even 100% see Fig.
2. To determine the essence of the effect and to complete the
experiment in a timely manner, only nb0 is measured rather
than the entire radial density profile. As evident from Fig. 2,
for voltage increases, the on-axis signal oscillates as a func-
tion of the number of cycles for which the voltage V2 was
applied before switching back to V1. In addition, similar os-
cillations are evident for the voltage decreases, although
there appears to be a beat-wave phenomenon occurring in
this case. The decay time in the 100% decrease data corre-
sponds to the transit time for a thermal ion to reach the wall
of the system.
The mechanism for this effect can be described qualita-
tively as follows. After being trapped initially, the plasma
rapidly relaxes to a state where the plasma radius is deter-
mined by a balance between the applied focusing fields and
FIG. 2. Instantaneous changes in the voltage wave form amplitude cause
envelope oscillations that result in various amounts of transverse heating,
and thus various amounts of radial expansion and corresponding central
density decrease.
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the defocusing effects of the plasma space-charge and ther-
mal pressure. When the applied voltage amplitude abruptly
changes to V2, the new “equilibrium” radius is different, and
the plasma envelope begins to oscillate about this new ra-
dius. When the voltage amplitude is switched back to its
original value V1, the plasma’s radius is different than the
original equilibrium radius unless the period of the envelope
oscillations is commensurate with the duration of the voltage
amplitude change. Therefore, the plasma envelope again os-
cillates, but now it oscillates about the original equilibrium
radius. The amplitude of this final oscillation depends on the
phase of the first oscillation at the instant the voltage ampli-
tude returns from V2 to V1. Large-amplitude final oscillations
lead to large emittance growth and thus larger final plasma
radius. Since particle number is conserved, a larger plasma
radius implies a smaller on-axis density nb0. Small-
amplitude final oscillations lead to only modest emittance
growth and plasmas whose radius and central density are
nearly the same as before the voltage amplitude was
changed.
Simulations using the WARP 2D code20 that employ a
smooth-focusing model demonstrate the essence of the ef-
fect, but the periodicity of the central-density oscillations
with number of cycles does not agree with the experimental
data. However, when using the actual oscillating quadrupole
fields in the WARP 2D simulations, the agreement between the
simulations and the experimental data are excellent, as
shown in Fig. 3. Note that the full oscillating quadrupole
fields are required in the simulation even though the smooth-
focusing vacuum phase advance only increases from 50° to
75°.
In the second set of experiments presented here, instan-
taneous changes of the voltage wave form amplitude and/or
frequency that are sustained until the end of the experiment
are considered. An experiment of this sort is relevant be-
cause, for example, it might be desirable to compress a beam
in as short a propagation distance as possible by modifying
the lattice parameters. Although intuition suggests that in-
stantaneous changes will lead to emittance growth, instanta-
neous changes are one limiting case of rate-of-change experi-
ments.
Figure 4 shows the PTSX parameter space, the settings
for the baseline case, and also the settings for various final
voltage and frequency settings after an instantaneous change.
These various final settings are related to the baseline case in
certain specific ways.
Points A and B have the same transverse focusing fre-
quency q as the baseline case. For case A, both the voltage
wave form amplitude and frequency are increased by a factor
of 1.5. For case B, both the voltage wave form amplitude and
frequency are decreased by a factor of 1.5. The transverse
focusing frequency remains fixed since q scales like
V0 max/ f Eq. 2. The phase advance must then be different
for the baseline case, case A, and case B. Indeed v
sf is 33°
for case A, 50° for the baseline case, and 75° for case B.
Cases C and D are complimentary to cases A and B in
the sense that, for cases C and D, the phase advance is the
same as for the baseline case, whereas q is allowed to vary.
When the phase advance is held fixed, q then scales like f .
The voltages and frequencies for cases C and D were se-
lected so that q is either increased or decreased by a factor
of 1.5.
Since one may think of the system parameters either in
terms of transverse focusing frequency and phase advance
q ,v
sf, or lattice strength and spacing V0 max, f, the in-
stantaneous changes labeled as cases E, F, G, and H are also
considered. Cases E and F correspond to a voltage wave
form amplitude increase and decrease, respectively, whereas
cases G and H correspond to voltage wave form frequency
increases and decreases, respectively. The change in voltage
or frequency is chosen so that q either increases or de-
creases by a factor of 1.5.
Having chosen the voltages and frequencies in this way,
there are several relationships between the cases that should
be pointed out. The baseline case and cases A and B share a
common value of q by design. Further, however, cases C,
E, and H all correspond to a value of q that is 1.5 times that
of the baseline case. Similarly, cases D, F, and G all corre-
FIG. 3. WARP 2D simulations using the full time-dependent quadrupole
field circles compare favorably with the experimental data for the 30%
increase triangles and the 50% increase squares in voltage wave form
amplitude.
FIG. 4. For the baseline case, V0 max=150 V, f =60 kHz, q=5.2104 s−1,
and v
sf
=50°. All of the selected points, A through H, have either f =40, 60,
or 90 kHz. All of the selected points have one parameter V0 max, f ,q ,vsf
in common with the baseline case. Some selected points are connected by
curves of constant q or constant v
sf
.
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spond to a value of q that is 1.5 times small than that of the
baseline case. The baseline case and cases C and D have the
same v
sf by design. In addition, cases A and F have the same
value of v
sf as each other, as do cases B and E. This allows
for a better experimental check on the dependencies of the
effects of instantaneous changes on the lattice parameters.
The baseline case uses a voltage wave form with an
amplitude of 150 V and a frequency of 60 kHz, which im-
plies a transverse focusing frequency of 6.5104 s−1 and a
phase advance of 50°. In these experiments, plasma is
trapped for 1 ms before being dumped for diagnosis. Specifi-
cally, for the baseline case, the plasma is trapped for 60
lattice periods. The baseline case is a plasma with a trans-
verse temperature of 0.7 eV and a normalized intensity pa-
rameter sˆ=0.2. The instantaneous transitions are imple-
mented half way through the trapping period. Thus, after
being held for 30 lattice periods before applying the instan-
taneous change, the plasma is held for: another 20 lattice
periods for cases B, D, and H; another 30 lattice periods for
cases E and F; and another 45 lattice periods for cases A, C,
and G. Recall that it takes several milliseconds, or hundreds
of lattice periods, for the plasma to be collected by the diag-
nostic.
Figure 5 shows the results for cases A and B in which the
transverse focusing frequency is held fixed by increasing or
decreasing V0 max and f in equal proportion. There is not a
discernible change in the radial density profile despite the
fact that the wave form voltage amplitude and frequency are
each changed by factor of 1.5. Even for case A, where the
vacuum phase advance is 75°, the phase advance is still
small enough that the exact phase advance differs from the
smooth-focusing phase advance by only 13%. One then ex-
pects that the smooth-focusing model is sufficient to describe
the data. Indeed, in the smooth-focusing approximation, the
rapid oscillations at the lattice frequency do not appear, and
the state of the plasma is independent of the phase advance.
The key role of q is confirmed by examination of the
data in Fig. 6, where the results for cases D, F, and G are
shown. These are the cases in which q has been lowered by
a factor of 1.5, while either keeping V0 max, f , or vsf fixed.
Even though the final voltage wave form amplitudes and
frequencies vary over a wide range in these three cases, the
radial density profiles are nearly indistinguishable from one
another. The largest phase advance is for case D and is only
50°, and the results can be understood in the context of the
smooth focusing model. The force-balance equation 4
states that a lower q will lead to a larger beam radius Rb if
the line charge Nb and the temperature kT are fixed. The
emittance, which scales like RbkT, increases by 45% in
Fig. 6. Note, however, that the normalized intensity remains
sˆ=0.2.
The study is completed by considering the results of
cases C, E, and H, shown in Fig. 7. In these cases, the final
q is 1.5 times larger than in the baseline case. However,
these instantaneous changes now lead to three distinct radial
density profiles despite having the same final q.
The parameter change in case E, an instantaneous
change to a larger voltage wave form amplitude, and a
vacuum phase advance of 75°, results in a larger on-axis
plasma density and a warmer plasma. This is qualitatively
what is expected; an increase in q gives a smaller Rb and
thus larger nb0 when Nb is fixed, provided the increase in
kT is not too large. If the increase in kT is sufficiently large,
then as q increases, Rb may increase as well. Nevertheless,
it is observed for case E in Fig. 7 that the increase in on-axis
plasma density is offset by the increase in q so that the
normalized intensity drops to sˆ=0.14. Further, the emittance
has increased by 40%.
FIG. 5. The measured radial charge profile can be converted into to the
radial density profile by dividing by acLp where ac is the area of the collec-
tor and Lp is the length of the plasma column. For simultaneous proportional
instantaneous changes in the voltage wave form amplitude and frequency,
there is no change in the transverse density profile of the plasma.
FIG. 6. The final-state radial charge profile and, hence, density profile is
independent of whether V0 max, f , or vsf is kept fixed when q is reduced by
a factor of 1.5.
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The parameter change in case C in Fig. 7, an instanta-
neous change to a larger voltage wave form amplitude and
frequency at a constant phase advance of 50°, results in a
smaller on-axis plasma density and a higher effective trans-
verse temperature than the baseline case. The temperature
increase is greater than that in case E, and in fact is large
enough to cause sufficient radial broadening of the plasma so
that the on-axis density decreases. The emittance has in-
creased by 60%. A possible source for the larger transverse
heating is the larger envelope oscillation induced by the sud-
den change of system parameters to a point in the high-
voltage/high-frequency region of parameter space. When the
frequency is large, the PTSX electrode impedance becomes
small and, therefore, a high-voltage/high-frequency operat-
ing point places the greatest burden on the electrode driver
circuitry. Specifically, bandwidth and slew rate limits cause
the sinusoidal wave form to become distorted.
The parameter change in case H in Fig. 7 is unique as
compared to the others in this study in that the vacuum phase
advance for the parameters in case H is large; v
sf
=112°. In
this regime, the discrepancy between the smooth focusing
phase advance and the actual vacuum phase advance is large
since the assumptions of the smooth-focusing model are
breaking down. The exact vacuum phase advance for case H
in Fig. 7 is calculated to be v=150°. This is near the insta-
bility limit for single-particle orbits, and to detect many par-
ticles moving to large radius is therefore not surprising. The
emittance change for case H in Fig. 7 is 450%.
V. CONCLUSIONS
The PTSX device is being used to study the dynamics of
intense beam propagation over large equivalent distances
through magnetic alternating-gradient transport systems, but
in a compact laboratory setting. This is possible because the
equations that describe the transverse dynamics of particles
in the two systems are similar. Measurements of the enve-
lope oscillations that occur after a sudden, but temporary,
change in amplitude of the confining field have been per-
formed and are in excellent agreement with computer simu-
lations when the full time-dependent quadrupolar confine-
ment fields are employed in the simulation.
The smooth-focusing global force balance equation is
sufficient to interpret experiments in which instantaneous
changes in voltage wave form amplitude and/or frequency
are made. One notable exception is when the vacuum phase
advance becomes too large. When the transverse focusing
frequency is reduced, then the plasma radius must increase,
and more so if the transverse plasma temperature also in-
creases. When the transverse focusing frequency does not
change, it is observed that there is no effect on the plasma,
including an absence of noticeable transverse heating. When
the transverse focusing frequency increases, whether the
plasma radius increases or not depends on the amount of
transverse heating that is caused by the suddenly induced
mismatch. When the transverse focusing frequency is
changed instantaneously, the transverse emittance increases
by 40% or more.
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